
SPECIFICATIONS FOR TWO RAM C/V TRADESMAN SIX (6) CYLINDER GASOLINE ENGINE, FRONT 
WHEEL DRIVE, CARGO VAN IN ACCORDANCE WITH THE FOLLOWING: 

1. Model Selection: Four (4) doors, six (6) cylinder gasoline powered front wheel drive cargo van 
supplied with all standard features and equipment unless specifically deleted in the 
specifications. 

2. Wheel Base: Shall be a minimum of one hundred twenty one (121”) inches. 

2.1 Vehicle Overall Width: Shall be a minimum of seventy eight (78”) inches, excluding mirrors. 

3. Engine: Shall be a three point six (3.6L) liter, six (6) cylinder gasoline powered engine. 

4. Transmission: Shall be an electronically controlled six (6) speed automatic transmission with 
Autostick. 

4.1 Vehicle Stability/Traction Control: Must be supplied and installed. 

5. Brakes: A.B.S. and power assisted four-wheel disc antilock brakes must be supplied and 
installed. 

6. Power Steering: Must supply and install power assist rack and pinion steering. 

7. Tires: Shall be manufactures installed P225/65R16 V-rated all-season tires. 

7.1. Wheels: Sixteen inch (16”) wheels must be supplied and installed. 

7.2. Spare Tires: Spare tire must be supplied and secured on vehicle. 

7.3. Tire Tools: A manufacturer vehicle rated jack and lug wrench must be supplied and mounted 
securely in the trunk. 

8. Exterior Color: The exterior color shall be selected from the manufacturers color chart. Bright 
white must be available from the manufactures color chart. 

9. Interior Color: The interior color shall be selected from the manufactures color chart. 

9.1. Floor Mats: Front all-weather floor mats shall be supplied and installed. 

9.2. Driver and Passenger Seats: Manufacturers’ extra heavy duty, individual front bucket type, with 
separate controls for each side. Front seats to be covered with manufacturer’s cloth upholstery, 
color keyed. Driver and passenger seats must be multi adjustable. 

9.3. Driver and Passenger Air Bags: All vehicles must be equipped with drivers and passenger’s front 
airbags, side airbags and side head curtain airbags. 

10. Gauges: Full gauge and instrumentation must be supplied and installed. 

11. Mirrors: Inside rear view and electric remote control outside left and right side view mirrors 
must be supplied. 

12. Locking Fuel Door: Vehicles supplied must have a switch controlled fuel door with lock release 
installed on each vehicle. 



13. Heater/Air Conditioner: Integral factory heater/air conditioner must be supplied and installed. 
Factory tinted glass must be supplied and installed. Electric rear window defroster must be 
supplied and installed. 

14. Vehicle Keys: each vehicle shall be on a one key system. The vehicles shall not be fleet keyed. 
Two (2) complete sets of keys and key fobs must be supplied with each vehicle. Keys supplied 
must adhere to “section E” in the Delivery Regulations section. 

15. Trunk Lock/Door Locks/Window Controls: Remote control electric deck lock release must be 
supplied and installed. Power door locks must be supplied and installed.  

16. AM/FM Stereo Radio: Must be a manufactures supplied and installed radio. 

17. License Plate Brackets: Factory front and rear license plate brackets must be supplied and 
installed unless otherwise notified by the Queens Library. 

18. Service Bulletins: The Queens Library shall be placed on the manufacturer’s mailing list and be 
delivered one (1) copy of all supplemental and service bulletins to the below address: 

Queens Library/LSM Shipping Department 
89-11 Merrick Boulevard 

Jamaica, NY 11432 
 

19. Operators Manual: One (1) copy shall be supplied with each vehicle. 

20. General Wiring Requirements: Wiring that passes through the firewall or other bulkhead must 
be protected by securely mounted grommets. All grommet’s and wire connections must be 
water tight. 

 


